
CAT. 6 PATCH CORD 

CAT. 6 UNSHEILDED PATCH CORD 

High speed RJ45 patch cord for Gigabit 1000Base-T, 100BASE-T, 10BASE-T application. 

 

 

FEATURES 

- UL Limited Power (LP) Certification for Power-over-Ethernet(POE) applications 

- Specified to 250MHz 

- LSHF(Low-Smoke-Halogen-Free) & PVC outer jacket are available 

- 24awg or 26awg stranded bare copper 

- Suitable for 1000 Base-T, 100 Base-T, 10 Base-T(IEEE 802.3) application 

 

ORDERING INFORMATION 

PC - ①R②46 - ③④⑤⑥-⑦ 

① ② ③ ④ ⑤ ⑥ ⑦ 

TYPE CONDUCTOR AWG JACKET JACKET COLOR BOOT LENGTH 

UTP = U 

FTP = F 

STRANDED = T 

SOLID = S  

24 AWG = 24 

26 AWG = 26 

PVC = 1 

LSZH = 2 

White = WH 

Yellow = YW 

Orange = OR 

Red = RD 

Green = GN 

Blue = BU 

Violet = VL 

Black= BK 

Molded = M 

Assembly = A 

XX M 

XX FT 

e.g. Cat. 6 UTP Stranded 24AWG PVC White Molded Type – 20FT 

PC - URT46 – 241WHM-20FT 


